Document info

This document lists the logged changes that have occurred from version 1.0.0 to version 1.1.0 of the Daily Drilling Report standard

Logged changes to DDR XML Schema 
	Change type
	Change 

	Length constraint removed
	<controlIncidentInfo><description> 

<controlIncidentInfo><formation> 

<formTestInfo><description>
<lithShowInfo><show> 

<lithShowInfo><lithology> 

<equipFailureInfo><description> 

<stratInfo><description> 

<extendedReport>

	Length constraint increased to 256 chars

	<logInfo><tool>


	Element made optional 

	<loginfo><tempBHCT> 

<loginfo><tempBHST> 

<loginfo><eTimStatic> 

<cs_drillReportGasReadingInf><meth>

<cs_drillReportGasReadingInf><eth>

<cs_drillReportGasReadingInf><prop>

<cs_drillReportGasReadingInf><ibut>

<cs_drillReportGasReadingInf><nbut>

<cs_drillReportGasReadingInf><ipent>

	Spelling corrections
	<PhaseType><bop test> 
Activity code: <workover – stimulate> 

Activity code: <completion – stimulate> 

Equipment code: <hoisting equ – nnn>*

* The group of equipment codes ‘hoisting equ’

	RDS references
	Using sawsdl annotation for RDS references:  - All RDS url updated to the March 09 version
- All RDS references are using RDS id instead of class name as unique id


	Element
	Version 1.0.0 value
	Version 1.1.0 value

	drillReports version
	1.3.1.0(NPD)
	1.4.0.0

	witsml namespace
	http://www.witsml.org/schemas/131
	http://www.witsml.org/schemas/1series

	witsml:documentInfo
	Child element syntax: ElementName
	New child element syntax: elementName


Logged changes to relevant reference data in the POSC Caesar Reference Data library
	Element
	Change 

	<statusInfo><mdPlanned>
	Added PCA RDL class

PCAID: RDS1035464481 

Class designation: PLANNED MEASURED DEPTH OF BOREHOLE RELATIVE RKB AT END OF REPORTING PERIOD - METRE 
Definition: Planned depth of borehole relative rkb at end reporting period measured in meter (referring to drilling program).


Agreed “dummy values”



	Element
	Dummy value

	<statusInfo><distdrill>
	Value = 0 when there is no drilling activity

	<statusInfo><ropCurrent>
	Value = 0 when there is no drilling activity

	<coreinfo><coredescription>
	Value = “No description available” if no info


