Document info

This document lists the possible changes that become visible in the extension of DDR version 1.1.0 to DDR version 1.2.0 of the Daily Drilling Report standard

Proposed changes to DDR XML Schema 

	Change type
	Change 

	Length constraint removed
	<controlIncidentInfo><description> 

<controlIncidentInfo><formation> 

<formTestInfo><description>
<lithShowInfo><show> 

<lithShowInfo><lithology> 

<equipFailureInfo><description> 

<stratInfo><description> 

<extendedReport>


	I html report (and ptil documentation): wellbore type
	Peker på SIDE TRACK INDICATOR in RDL – change annotation


Proposed changes to relevant reference data in the POSC Caesar Reference Data library
	Element
	Change 

	<statusInfo><mdPlanned>
	Added PCA RDL class

PCAID: RDS1035464481 

Class designation: PLANNED MEASURED DEPTH OF BOREHOLE RELATIVE RKB AT END OF REPORTING PERIOD - METRE 
Definition: Planned depth of borehole relative rkb at end reporting period measured in meter (referring to drilling program).


	
	Add Daily Drilling Report period to RDL 
Period in html report without – from dTimStart (RDS328364025: DATE AND TIME OF START OF DAILY DRILLING REPORT PERIOD) to dTimEnd (RDS328364044: DATE AND TIME OF END OF DAILY DRILLING REPORT PERIOD)  - e.g. 2006-06-06T00:00 - 2006-06-06T12:00



	versionKind
	DAILY DRILLING REPORT VERSION NUMBER A version number that is the version number of a Daily Drilling Report.
Definitions does not match description

The kind of report version. For example, a preliminary version. (or normal or final)


	Typo correction
	Correct xslt – From Fuild type to Fluid type

	Addition to xslt
	Addition to current xslt –  specify that all measured depths are relative to RKB
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